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New functions in firmware version 2.10 





The following new functions have been added in firmware version 2.10. 


@ A cascade function that allows simultaneous recording/playback operations on two units is now supported. 


@ The [HF GENMAT ION screen now shows the cascade status. 


Cascade function support 


A cascade function is now supported. This allows simultaneous recording/playback operations with sample-precise synchronization on 
two units that are connected to the same network. Cascade operation of up to two units is possible with the following simultaneous re- 
cording/playback channel limits. 


@ When the sampling frequency is 44.1/48 kHz, up to 64 channels on 2 units (128 total channels) 

@ When the sampling frequency is 88.2/96 kHz, up to 32 channels on 2 units (64 total channels) 
Cascade function setup 

Use the CH SCHIE page added to the menu screen to make cascade function settings and check its status. 


eta Pata Cea 


CASCADE STATUS Cascade OFF 


CASCADE UNITS a 





CASCADE STATUS 
This shows the cascade status. 





Cascade status 


ERROR/ALERT classification 


Contents 





The cascade function is off. 





Cascade operation is not possible because it is not connected to a 
network. 





Proper cascade operation is not possible because multiple units are 
set to the same cascade slave ID. 





Cascade operation is not possible because multiple units are set as 
the cascade master. 








The cascade master is no longer able to communicate to one of the 
cascade slaves. 





Cascade operation is not possible because no unit set to be a cas- 
cades slave could be found on the network. 





Cascade operation is not possible because no unit set to be the cas- 
cade master could be found on the network. 





Cascade synchronization is being prepared. 








The unit is waiting for cascade to be ready. 














Cascade synchronization is working properly for N number of units. 
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e The cascade status is also shown on the [MF GRMEAT TEM screen. 





INFORMATION 


Te 
eee MaPecr eran 


i} ee 
eS ere em tt 


2015/04/06 16:22 
a DA Files 
CASCADE STATUS Offline<Duplicate Haster> 





e 7 the status i is crabs other than Uaecade OFF ., the INFO indicator lights red, and an £ » oO PRRORMEAT TOM or HLeR | 
LHFORMET TOM screen appears witha an nenoricn as oun below. 


ERROR INFORMATION ALERT INFORMATION 


CASCADE STATUS is OF Fline (Duplicate faster}. Cascade Status is Of Fline {No Slaves}. 





ATION screen ALERT INFORMATION screen 


e If one of the above cascade errors occurs, recording/playback cannot be started. 


e If one of the above cascade alerts occurs, recording/playback can be started. if the error is Off line 
cascade master unit will operate. 


aes 3, then only the 


CASCADE UNITS 


This shows the IDs of the cascade units recognized by this unit. 
Check whether each device is operating with cascade synchronization by looking atitsCASEAGE STATUS item. 


Example when MASTER and SLAVE-1 devices are recognized: 


MS1 
Example when no devices are recognized: 
NONE 
CASCADE SETUP 
Use this to aa up the cascade function. 
Select CASCADE SETUP, and press the MULTI JOG dial to open a screen where you can change the cascade function settings. 


ar ae) fol: MOVE Cursor 


eh oe I in 
CASCADE ID Whee a 
APPLY 





When on HFFL'Y in the last line, press the MULTI JOG dial to confirm the changed settings and return to the Menu Screen. 
Press the EXIT [PEAK CLEAR] button to cancel the menu operation and return to the Menu Screen. 


CASCADE MODE 
This sets the cascade operation mode. 
oe 
OFF F (default): This disables the cascade function. 
SIH: This enables the cascade function. 


CASCADE ID 


This sets the cascade device ID. 
The cascade ID should always be set to one not used by any other device. 























oo Meaning 
MOST E aoe Sets this unit as the cascade master. 
E-8i Sets this unit as cascade slave 1. 
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Home ecreenil in ucAScACe mode 


When PEED is on, the ce a. of Wie Home Screen will appear as follows. 
This will blink ifthe Hie STHELS isnoti 





Cascade status Cascade master unit Cascade slave 1 





No cascade indicator 





PAU sisi Pas 


Off eke fin) 








eA .° 


Normal 








Connecting 


TC SLOT? 


meee ee nur ; a NTS 
CASCADE H vs BRA hee 








mE ee Gil : . 1 ) mh ees 
aT ea 7 PORE 





Error occurring 


7 mT Ee 7 . 7 mh ieee 0) 
CHSCADE I ‘ CASCADE O41 




















emit mie: name ronmnats in cascade mode 
When [: HOE MODE is OH, recorded files will be named with the following format. 
Tnnn_<name>_<ID>_TTT_tt.wav 
nnn: Take number 
<name>: Name according toREL FILE FORMAT screenrFiLi HARE setting. 
<ID>: Characters that show eade ID (wisi) 
TTT: Number 
tt: Channel number 
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Examples: 

Recording file names for cascade master unit Recording file names for cascade slave unit 
T001_TASCAM_M_001_01.wav T001_TASCAM_S1_001_01.wav 
T001_TASCAM_M_001_02.wav T001_TASCAM_S1_001_02.wav 
T001_TASCAM_M_001_63.wav T001_TASCAM_S1_001_63.wav 
T001_TASCAM_M_001_64.wav T001_TASCAM_S1_001_64.wav 














Ifa take that has the name specified by the cascade master device already exists on the cascade slave device when recording starts, an 
"A" will be added to the characters that show the cascade ID in the name of the take recorded (e.g. T001_TASCAM_S1A_001). 

Be aware that since takes are selected for cascade playback by take name, the intended take will not be played back if this take is se- 
lected. 


Example when the FILE NAME setting is USER WORD “TASCAM” 











Cascade master device Cascade slave device 
Before recording | No take T001_TASCAM_S1_001 
Since a take named “T001_TASCAM_S1_001” already 
Start of record- ; es 
T001_ TASCAM _M_001 exists, the name“T001_TASCAM_S1A_001” will be used 


Ing for recording 


T001_TASCAM_S1_001 
T001_TASCAM_S1A_001 


Playback Cascade playback will play T001_TASCAM_M_001 and T001_TASCAM_S1_001 





After recording |T001_TASCAM_M_001 




















Current Folder during Cascade operation 

@ Cascade slave's current folder will be the same name as the current folder on the Cascade Master. If a folder with the same name does 
not exist on the slave, it will be created automatically. 

@ If a new folder is created on the Master, a folder of the same name is also created on the slave. 

@ If a folder is loaded on the Master, the slave will automatically load the folder with the same name. 


Limitations 


@ To operate the Cascaded devices together, use the transport controls* on the Master. If the transport controls on a Cascade slave are 
operated, that unit will operate independently. 


* Transport operation using the buttons on the front of the unit, RS-422, NETWORK (including TASCAM DA-6400 Control) or PARALLEL 
control, or a USB keyboard 


@ When the following settings are made on the cascade master, the cascade slave unit will be set the same way. 
The ening seas cannot be sla ee on a cascade slave unit ee cascade connection. 


REC FUNCTION,ALL ON and ALL 


F settings on the FE FILE FUORFET menu page (channel settings can be set for each 








@ REC OPTIONS menupageAlTo FILE INCREMENT, PAUSE MODE setting 
@ PLAY SETUP menu pagePLHY NODE, REPERT NODE, THEHTER FLAY andHlid® EEHD'Y settings 
@ The file name recorded on the cascade slave does not depend on the cascade slave device'sF ILE HHHE setting, it uses the file name 


provided by the cascade master device. 


@ The Timestamp recorded into files on a cascade slave device does not depend on the cascade slave device's Timecode Settings, it is 
always received directly from the cascade master device. 


@ The Span one pat always plays back the take that matches the cascade master devices take, regardless of the cascade slave 
devices's F ' SE TUF menu settings. 

@ When eascnaled Folders cannot be deleted or renamed on cascade slave devices. Disable cascade before attempting to delete or re- 
name folders. 


@ This unit does not have a function that mixes the monitoring output of the cascade units. The channels selected on each unit will be 
output from their own deen for monitoring. 






@ When in — Mode, « HOE MOGE cannot be set to UH 
@ if: iD IDE is whena plats is loaded and Playlist Mode is activated, CHECHDE MODE will automatically turn OFF 
@ When CASCADE NODE isOM, CHASE MOGE cannot be turned ti. For details about timecode eynerionizes playback of sauliple units, 


see “Support for ‘mexode svachionied ae vaack of all takes in ine current folder” on page 19. 
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Procedures to enable cascade operation 


Audio clock synchronization is necessary for cascade connections and connecting multiple DA-6400 units. 
See step 4 below for details about audio clock synchronization. 





1. SetCRSCHDE MODE to OH on all units. 
2. SetthelASCAbe 
3. Connect all the units to the same network. 

When connecting to a network that has a DHCP server or when only the DA-6400 and a hub are connected in a network that does not 





TL of one unit to f EF , and set the other unit to =LAWE-Hi 


have a DHCP server, setthe iF SETUP MODE item toHU Tt onthe HE TWORE menu page. 
When computers or devices other than DA-6400 units a are oe ona ener Olk a ae not have a DHCP server and only the 
DA-6400 and a hub are connected, setthe [F SETUP NODE item toSTHEIC : on the ; menu page. Also set the fF HDDE of 


all devices so that the same segments have different ides 


Example of settings when the network does not have a DHCP server 




















CASCADE ID MODE IP ADDR SUBNET 
MASTER 192.168.100.100 

STATIC 259:259,.2990 
SLAVE-01 192.168.100.101 














Connection example 


Gigabit hub MASTER unit Clock gene 


ma 
















































































































































































Connections for cascade synchronization 


When setting and connections are completed for 1-3, implementation of the cascade connection will automatically start. 

When all the cascade connections are established, f. and the number of cascade connected units will appear in the CASCADE STH- 

Pui line on the CHSCHDE menu page of every device. 
CASCADE ee eA 


CASCADE STATUS OK <2nachines>} 
CASCADE UNITS een 


ar hl ar) Peet a 
CASCADE STATUS eae te 
CASCADE UNITS een 





In addition, the cascade setting indicator will appear on the Home Screen. 


AU UAT EST 
026-133201_ 





Furthermore, unless there is an error or other issue, the INFO indicator will light blue. 


4. Audio clock synchronization requires routing that is separate from the cascade connections. 
For this reason, all the units should be connected so that audio clock can be synchronized. 


Connection example: Using an external word clock for master clock 












































Gigabit hub MASTER unit Clock generator 
r 1 WORD IN 
= WORD THRU 
/ A 
| LS WORD IN 
| —y Z 





Connections for audio clock synchronization 
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5. If you want to conduct recording operations using timecode, the same timecode can also be provided to cascade slave unit by input- 
ting a timecode signal into the timecode input connector of the cascade master unit. 


e If a cascade unit is added to the network during recording or playback, CASCADE UNTTS will appear for that device's ID. That unit will 
not be able to operate with cascade synchronization until the cascade-synchronized recording or playback stops. 





e If cascade connection is interrupted due to network connection failure during recording or playback, after the network connection is 
restored, cascade connection will not be reestablished until it is stopped. For this reason, stopping recording/playback on the master 
unit will not stop slave units that have had the cascade connection interrupted. In this case, stop each unit individually. When they are 
stopped, implementation of the cascade connection will automatically start. 


Cascade recording 


After cascade operation settings and connections have been completed, starting/stopping/pausing recording on the cascade master unit 
will simultaneously start/stop/pause recording on the cascade slave unit. 


Cascade playback 


After cascade operation settings and connections have been completed, starting/stopping/pausing playback on the cascade master unit 
will simultaneously start/stop/pause playback on the cascade slave unit. 

When searching forward/backward on the cascade master unit, the slave unit will not synchronize until after the master unit is stopped. 
Then, it will synchronize to the stopping point. 

If takes are skipped during playback, the slave unit will synchronize to the master unit playback after it stops skipping. Then, it will also 
resume playing. 

If takes are skipped when stopped, the slave unit will immediately stop at the same playback take as the master unit. 


Takes used for cascade playback 
The cascade Master can play back any Take in the current folder whose Sampling rate matches the Rec Fs setting. 
The cascade Slave will play back a take in the folder with the same name as the Master's currently selected folder that matches the 
Master's Take according to one of the following rules: 


a) The Take name matches the Master's Take name and the cascade ID in the take name matches the slave's Cascade ID. 
b) The take name matches the Master's Take name exactly. 


If takes for both a) and b) exist in the Slave's current folder, the take matching rule a) is used. 
if a take matching rule a) does not exist in the Slave's current folder, a take matching rule b) will be played. 


When using cascade playback, as a rule, play takes back on the same units that were used for cascade recording. 

If you want to use a take that has a CASCADE ID added to its take name for cascade playback that differs from the cascade ID setting, 
do one of the following. 

@ Change the CASCADE ID to match the take you want to play. 

@ Edit the CASCADE ID in take name to match the cascade ID setting. 


e@ Edit the slave's Take name to match the Master's Take name. 


Examples: 
CASCADE ID: SLAVE-1 
Take name: T001_TASCAM_M_001 


In this state, cascade playback with “TO01_TASCAM_M_001” is not possible. Do one of the following to enable cascade playback of the 
take. 


1) Change the fASCADE If setting to MASTER to match the take. 
2) Change the take name to“T001_TASCAM_S1_001”to match the SASCABE TD setting. 


cascade status added to INFORMATION screen 


The [HF OEMOT TOH screen now shows the cascade status. 


INFORMATION 


TT 
eee Mairecere bites 


ti ea 
a Tem 


| 
ral para rat] ce eee 
ea DA Files 
era es Offline<Duplicate Haster> 
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New functions in firmware version 2.00 


The following new functions have been added in firmware version 2.00. 


@ A playlist function is now supported. This allows takes to be 
assigned in any order and playback areas for each one to be 
set, for example. 

@ A theater play function has been added. This allows the addi- 
tion of marks for the playback starting and ending points of 
each take and the playback of the set parts of multiple takes 
in order. 


@ An AUTO READY function has been added. After a take com- 
pletes playback, this puts the unit into playback standby at 
the beginning of the next take. 


@ Timecode synchronized playback of all takes in the current 
folder is now supported. 


@ Playback of WAV files in 32-bit PCM and 32-bit floating formats 
is now supported. 


@ Sorting functions have been added that allow the take list to 
be arranged in take timecode and take name orders. 


@ When the Home Screen is open, pressing the MENU button 
while pressing the SHIFT button now opens a menu with op- 
erations for the current take or playlist. 


@ A My MENU function has been added that can be used to 


Playlist function supported 


show only selected menu pages. 


@ mDNS is now supported, and network connection with the 
DA-6400 can be achieved easily from Mac OS and Telnet, VNC 
and FTP apps that support mDNS. 


@ Two types of compressed transmission formats are now sup- 
ported with the VNC server function. 


@ “Hore” oe been added to the FILE HHINE setting on the 


REC FILE FORMAT menu page. 
@ The =H TF menu page now shows the current date and time. 
@ The [HFOQENATION screen now shows the current folder 


@ A mark is now set automatically when a buffer overflow occurs 
during recording. 


@ Change in display when Master Clock is not locked. 


@ Track Names and other metadata will now be added to the 
BEXT chunk data of BWF files. 


@ The iXML chunk data of Track Names and other metadata will 
now be added to BWF files. 


The playlist function now supported makes it possible to assign takes to a list in the order you want, change playback order, and nonde- 
structively set playback ranges for audio files without affecting their data. 


Loading and writing of JPPA flash start playlist files is supported. 


Operation modes 


This unit has two operation modes: Take List Mode and Playlist 
Mode. 

oe takes in the file list order of the current folder on the 
c screen is called “Take List Mode”. (This operation of the 
cine is ne same as used before firmware version 2.00). 

In contrast, “Playlist Mode” allows you to assign takes to a list in 
the order you like. The Playlist Mode allows you to change play- 
back order, and nondestructively set playback ranges for audio 
files without affecting their data, for example. 

In Take List Mode, TAKE appears to the left of the take name on the 
Home Screen. 





In Playlist Mode, Perey appears to the left of the take name on the 
Home Screen. 
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Limitations in Playlist Mode 

Playlist Mode has the following limitations. 

@ Take names cannot be changed. 

@ The start timecode of a take cannot be changed 
@ OHRSE MOGE cannot be set to Uk 


@IfCHASE MODE is 
Mode i is scivated 





nen a 2 pay is loaded and eliay 
~ Will aaa! turn EF 


@ CASCADE MODE cannot be set to ON 


ane a sisvlist is loaded and Playlist 
(CADE MODE will automatically turn 





* Supported from firmware version 2.10. (See “Function ex- 
planation additions and changes” on page 35.) 


Changing operation modes (loading playlists) 


To switch between Take List and Playlist Modes, select and the 
load a corresponding file on the BEUIWSE screen, either a take 
list file (da6400_takes.bin) or a playlist file (JPPA PPL file with ppl 
extension). 

The following procedures explain switching from Take List Mode 
to Playlist Mode. 
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1. 


Move to the current folder on the BRUISE screen from the 
menu screen. 

As shown by the red frame below (C1), Take at and ae 
Bae names are shown with either = FakeList? oréFlay- 

| : in gray characters at the ip of the soldat list. 

As chow by the orange frame below ({_]), a yellow IE] icon 


is shown next to the currently loaded file. 


Bede See 192 2) ee Coane eS 


<TakeList> dab400_takes.bin 
& kKPlaylist> dab400PPL.ppl 
T001_20160427-171500_001 
T001_20160427-173050_001 
T001_20160511-157514 001 





2. 


3. 


If the current folder does not contain any playlist files, the 
unit nt auomateay generate an empty playlist file named, 


Mod i SEES ED Be gm 1! 


Turn the MULTI JOG dial to select a playlist file. 


0) el e800 8) et ee ee eee te 
DA Files 
<TakeList> dab400_takes.bin 
=] < 6400 
T001_20160427-171500_001 
T001_20160427-173050_001 
T001_270160511-1527514_ 001 





Press the MULTI JOG dial to open the menu. 


TO) ae P ye eee ee ee 
11S ee ii 


<Takelist> dab400_take =a 
S| 3ulist> dab ane 
Dine OTT ET EN ek 
[fs 1001_270160422-173050_() iwro 
T001_20160511-152514_( 





Select LUikG and press the MULTI JOG dial to open a load 
pop-up confirmation message. 


Press the MULTI JOG dial to open a pop-up message, and 
switch to Playlist Mode if a playlist was loaded. 


When loading completes, the playlist entry list screen opens. 


BROWSE: siete emer e E: 1 FEN 
C 1 by LS 





In the current folder list display, a yellow current playlist [c] 
icon appears next to the loaded playlist, as shown in the or- 
ange frame below ({_1). 


Te) ees 1°) 10/8] ° men et meant CREM Teed er 


DA Files 
& <TakeList> dab400_takes.bin 


-[fT001_20160422-17 mn 1 
T001_2016042?-173050_001 
7001_20160511-152514_001 





Creating new playlists 


In addition to the automatically created “ah4HBPPL FFL” 
playlist, you can also create new playlists in the JPPA PPL ome 
in the current folder. 


1. Move from the menu screen to the current folder on the 
BECHISE screen, and turn the MULTI JOG dial to select the 
current folder or playlist file on the top line. 


BROWSE:55D/HDD een : Fad : 


& <lakeList> dab400_takes.bin 
<Playlist> dab400PPL.ppl 
T001_20160427-171500_001 
T001_20160427-173050_001 
T001_20160511-157514 001 


51 @ TC) eich BT] 2 |) Deter ne er ee 
DA Files 
& <lakeList> dab400_takes.bin 
TO01_201604227-171500_001 
TO01_20160422-173050_001 
TO01_20160511-152514 001 





2. Press vice ier 40G dial to open the menu, and select 


ete) seen) er yan eel eg net Ah a 
mae 
PSIG Ee) <a Peec ee ee UUM | 
a CPR scl oee meto 
T001_20160422-171500_( 
I) T001_20160422-173050_(| CaNcCEL 
T001_20160511-157514 ( 


ee eek On) 8 en eee ed 
1s ae ss SAVE AS 
| <TakeList> Oe 

| te? ila 
I TOO1_ 20160422-171500 mit 
(TMC LO eMac ara PT a8 ToS 
h)T001_20160511-152514_( 





3. Press the MULTI JOG dial to open a screen where you can 
input the name of the created playlist. 


CREATE PLAYLIST SHIFT ? Cars OH,0FF 
Keaic 7 





4. Input the name of the playlist being created. For details 
about how to input names, see “Editing text” in “4 — Record- 
ing” of the Owners Manual. 


5. After editing the playlist name, select — and press the 
MULTI JOG dial to opena ananasnont pop- up message. 


6. Press the MULTI JOG dial to open a pop-up message, and 
create a playlist. 


TONES eee 127 /a 9] 2 er et ance 
DA Files 
& <lakeList> dab400_takes.bin 
& <Playlist> dab400PPL.ppl 


T001_2016042?-171500_001 
T001_20160422-173050_001 





e The playlist just created becomes the current playlist. 


e If the playlist was created in Take List Mode, the unit switches 
to Playlist Mode. 
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Deleting, copying and editing the names of play- 
list files 


For details about how to delete, copy and edit the names of play- 
list files, see “Editing folder, take and file names’, “Deleting folders, 
takes and files” and “Copying folders, takes and file” in “5 — Work- 
ing with Folders (BROWSE screen)” of the Owners Manual. 


The playlist file that is currently loaded can be copied, but it 
cannot be deleted and its name cannot be edited. 


Naming and saving playlist files 


You can select =HE HS inamenu to give the current playlist file 
a name and save it. 


1. Open the menu in one of the following ways. 


1.1 Move from the menu screen to the BEGHSE screen cur- 
rent folder, and turn the MULTI JOG dial to the loaded 
(current) playlist file. Press the MULTI JOG dial to open 
the menu. 


FL @ VE) 18) 218) Me ee ee mete Ba Tet eed ee a 
eae a 
& <lakeList> dab400_take ic 


er iota 3 Da 
If 1001_270160422-171500_()  wro 
T001_20160427-1735050_() eeeare pLAULIST 
fp T001_20160511-152514_( 





1.2 On the playlist entry list screen, select playlist in the top 
line, and press the MULTI JOG dial to open the menu. 


FLO) i) 18) nO) eT eee ee ieee ore ee Se a 
a8 
nls 


ila 
et 





1.3 On the Home Screen, while pressing the SHIFT button, 
press the MENU button to open the menu. 


= 001 00:00:0000 Mc aD 
We 1001_701604227-171500_] ENTRY LIST 
Ml ADJUST 
clad 


CANCEL 





2. Select=HUE AS,andpresstheMULTI JOG dialto opena 


PLAYLIST NAME =e ee oe an 
kK 





3. Input the name of the playlist being saved. 
For details about how to input names, see “Editing text” in 
“4 — Recording” of the Owners Manual. 
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press the MULTI JOG dial to start saving it. 
A progress pop-up window appears while saving. 


ote) Ue ets) 5 8) et One mae Ph oad 


Saving File ... 


Do not remove Media. 





This window closes when saving completes. 


Playlist editing 

Playback units in the playlist are called entries. 

A maximum of 999 entries can be assigned to a playlist. 

Only takes in the folder that contains the created playlist can be 
assigned as entries. 

When takes in other folders are assigned to a playlist, they will be 
copied to the folder that contains the created playlist. 

Playlists can be edited on the playlist entry list screen of the 
ROWSE screen. 


When editing the contents of a playlist, the playlist file is auto- 
matically saved for you at the following timings: 


@ When going from the playlist entry list screen to any other 
screen. 


@ When going from the playlist entry HE TUS 1 
other screen. 


@ When the Shutdown popup is confirmed with the MULTI 
JOG dial after press and holding the STANDBY/ON button. 


When editing the playlist contents, if the SSD is ejected or the 
external power is lost without performing any of the above 
actions, changes to the playlist will be lost. 


screen to any 
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Limitations to editing the playlist that is playing 





@ Takes in the current folder can be assigned to or removed from the playlist. The entry that is currently being played, however, cannot 
be changed. 


@ Takes in other folders cannot be assigned to the playlist. 
@ Entries cannot be inserted (INSERT), copied (COPY), moved (MOVE) or deleted (DELETE). 


Playlist entry list screen 


To open this screen, load or ENTER a playlist when the BEE screen is open. Alternatively, when the Home Screen is open, press the 
MENU button while pressing the SHIFT button to open the menu, selectEHTEY LIST, and press the MULTI JOG dial. 


[eke ETS e182 (n°) meet eer ae nr eR eta ea 
da6400PPL .ppl 
mj T001_ 201704271 001 


Cae 


peel TOO1_20170421_003 
004] 





gs |i) TO01_20170421_005 


1) Playlist entry number 
These icons show the entry numbers. 
The status of the entry is shown as follows. 





Icon Meaning INFO pop-up example 





SP " a SS 
Current entry (entry is currently set for playback) hehehehe He eS eh 


CLOSE: EXIT 





[s]001:1001_20170421_001 


, Ent TENETH + 0Oh00; "10 OOF 
j ntry : nos 
Normal entry with no problems START TC : 00100:00,00 





2] Te) Caio) |) eon re a Tate dn 


Cee 


CLOSE: EXIT 


[F005 +7001_20170421_ 005 
<File Fs does not natch current setting> 
44.1kHz-?4bit/b4ch 
Entry LENGTH : 00h00n04s70F 








7 Entry that cannot be played back (take does not match the cur- 
es rent REC Fs setting or when a take that cannot be played back is 


assigned) Hite) ey seth 5 8) th Ot mn cP) ee 


aie 


CLOSE: EXIT 


[F005 +7001_20170421_005 
<This File is not supported> 
46kHz-?74bit/62ch 
Entry LENGTH : 00h00n04s?70F 





TO) ae Oy] tT ee eed 


=) 


Ba File assigned to entry does not exist (take was deleted after be- clear ete 


ing assigned to playlist or the playlist file alone was copied from 5 [E1003 : T001_20170421_003 


another folder, for example) ee 


Entry LENGTH : 00h00n04s16F 




















(2) Entry with assigned take 
This entry has a take assigned to it. 
(3) Entry without assigned take 
This entry does not have a take assigned to it. 
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Assigning takes to playlist entries (ASSIGN) 
1. Load the playlist to which you want to assign takes, and 
open the playlist entry list screen. 


| ee 


HO) Uk ek 0/58) De cote ae mea rad 


If T001_20160422-171500_001 


003 
(1) les T001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the entry to which you 
want to assign a take, and press the MULTI JOG dial to open 


the menu. 


BROW'SE:SSD/HDD  sytetemuLt re : Eade ENTER 
da6400PPL .pp1 

lx] 1001_20160422-171501 Rat 
003 SELECT 
(Ef) T001_20160511-15251+| pn jst 





Li, and press the MULTI JOG dial to open the 


ri Screen. 





3. Select HES 


Tee 


T001_20160422-171500_001 
I) T001_20160422-1735050_001 
I) T001_20160511-152514_001 
I) T001_20160511-152514_002 
fj T001_70160511-152514_003 





4. Select the take that you want to assign on the HSS ith 


THEE screen. 
Select files and move between directories in the same way 
ason the BRUMSE screen. 


To cancel an ASSIGN operation, press the EXIT [PEAK CLEAR] 
button to open the following pop-up message. 
SSS 


%, ok: ENTER 
?) CAHCEL: EXIT 


Cancel Assign Take’? 





Press the MULTI JOG dial to return to the playlist entry list 
screen. 
Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 

5. Press the MULTI JOG dial to open the menu. 


Pre Be os) oe 


DA Files ah as 


T001_20160422-173050_(] INFO 
1001_20160511-152514_( cance 
1001_20160511-152514_( 
1001_20160511-152514_{ 





6. Select H&52GH, and press the MULTI JOG dial to return to 
the playlist entry list screen and assign the selected take to 
the selected entry. 
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Inserting playlist entries (INSERT) 
You can insert an empty entry. 


1. Open the playlist entry list screen. 


| ee 


CO) ee) 80/58) ete eet ie pac Era 


Ie TO01_20160422-171500_001 


002 
003 
(1 Ing T001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the position where you 
want to create an empty entry, and press the MULTI JOG dial 
to open the menu. 


oO) 0) e180] 5/8) Met eee Te cae mea hy ead ea 

Cerne [aes 
ane 

007] a 


003) Py IMS | 
(TE) ig T001_20160511-15251: RT 





3. Select INSERT, and press the MULTI JOG dial to insert an 
empty entry at the selected position. 


ote) TES eS 197 /9/°) 2 es aon pane Sa 
da6400PPL .pp1 ; 
004 
fp 1001_20160427-171500_001 


003 
004 
(0H Im 1001_20160511-152514_001 





If a take has been assigned to entry 999, which is the last pos- 
sible playlist entry, the following pop-up message will appear. 


SS Soy Ss 
oO) ee) Oa 8) BR ee aC ae 

% OK: EXTER 
” CANCEL: EXIT 


0 999:"T001_20 160511-1525 14_0035" 


at the playlist end 
Will be deleted. 


Insert the empty entry? 





Press the MULTI JOG dial to delete entry 999 and insert an 
empty entry at the selected position. 

Press the EXIT [PEAK CLEAR] button to close the pop-up 
message without inserting an empty entry. 
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Copying playlist entries (COPY) 5. Press the MULTI JOG dial to open the following pop-up con- 
firmation message. 





The selected entry can be copied to a designated position. 


If the copy destination is an empty entry 
1. Open the playlist entry list screen. 


yen = el, et a a 


oF: EXTER 


5] 10) e800 8) eee me ee ee ee ' 
- ?) CANCEL: EXIT 


If T001_20160422-171500_001 


002 
003 
(1) Ing 1001_20160511-152514_001 
005 


Copy Entry 001 settings 
to Entry 005% 





2. Turn the MULTI JOG dial to select the take you want to copy oe . : a 
ee atte 
(copy source entry), and press the MULTI JOG dial to open a 


the menu. 2?) CANCEL: EXIT 


Overurite Entry 001 settings 
to Entry 004°? 


[i001 :<1001_20160422-171500_001> 


FEL @ VL) 18) 2/8) Me ee ee mete Ba Tet ead ee a 
[da6400PPL.pp1 int 





ia nasa (004 :<T001_20160511-152514_001> 
002 FTA 
005 Bd 6. Press the MULTI JOG dial to to copy the selected entry (copy 
(TE) fm T001_20160511-15251+] ray ; steal 
005 ee source entry) to the designated entry (copy destination en- 
try). 
3. Select & wane press the MULTI JOG dial to open the E- = ESI 

LECT DESTINATION screen. On this screen, the co SON 2g Gere ae CR ae 

Suumn Saunn “aan! i ee py dab400PPL.pp1 Ls 

source sai is showin with a yellow number icon and other Ij T001_20160422-171500_001 


entries are shown with gray icons. 


002 

003 

(W Ins 1001 _20160511-152514_001 
005 , 


—— Press the EXIT [PEAK CLEAR] button to close the pop-up 


1 message. 
004s 
005 


pe eg WP) e0 0 We) ea re 
[da6400PPL. 7a , 
Is) 2 





NOTE 
To cancel a ULF‘; operation, press the EXIT [PEAK CLEAR] 
button to open the following pop-up message. 


yen ee el et a a 


. OK: ENTER 
?) CAHCEL: EXIT 


Cancel Copy’? 





Press the MULTI JOG dial to return to the playlist entry list 
screen. 

Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 


4. Turn the MULTI JOG dial to select the position to which you 
want to copy the entry (copy destination entry). 


ya) 0 0) ea ec 
Pe ey pl ; 
lf T001_20160422-171500_001 
00? 


003 
00-4 
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Moving playlist entries (MOVE) 


The selected entry can be moved to a designated position. 


1. Open the playlist entry list screen. 


TTS @ I See OY] mete ee ed 


T001_20160422-171500_001 


002 
003 
(1) Ing 1001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the entry you want to 
move, and press the MULTI JOG dial to open the menu. 


Pe acy 1) eee ee eS 
dab400PPL.ppl noe 
22- 
002 aa 


003 et 
(02) iy TOO1_70160511-15251: 





ao press the MULTI JOG dial to open the 
MOME ER TRY screen. 

On flee screen, the entry to be moved is shown with a yellow 
number icon and other entries are shown with gray icons. 


3. oe MOLE 





MOVE ENTRY ete ae Tie eh oa 
hry ; 


| al 
005 





NOTE 
To cancel a MUiE operation, press the EXIT [PEAK CLEAR] 
button to open the following pop-up message. 


nn 7 ct : MOVE CAHC 
MOVE ENTRY eee i ea ; Wa ‘= Pally SE 


. OK: ENTER 
?) CAHCEL: EXIT 


Cancel Move’? 





Press the MULTI JOG dial to return to the playlist entry list 
screen. 

Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 


4. Turn the MULTI JOG dial to select the position to which you 
want to move the entry. 


MOVE ENTRY BT Tee eS 
da6400PPL.ppl F 

00? 

003 

004s 

005 





5. Press the MULTI JOG dial to move the selected entry to that 
position. 


FL @ VE) 18) 2/8) mer ee ee mete RP ated ee a 
da6400PPL.pp1 ; 


003) >LLtts Marais tay Beas keyaas EMO 
004 
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Clearing playlist entry take assignments (CLEAR) 


You can clear assigned takes from entries to make them empty. 


1. Open the playlist entry list screen. 


STO Se PY] Rete ie ed 


T001_20160422-171500_001 


002 
003 
(1) Ing T001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the entry for which you 
want to clear its take assignment, and press the MULTI JOG 
dial to open the menu. 


£1 @ VL) 18) 2/8) er ee ee mete RT eed ee a 

da6400PPL .pp1 [Wm tsa 
al 

007 COPY 

nS 





003 
(1) Ins T001_20160511-15251- 
005 


3. Select! = and press the MULTI JOG dial to open the fol- 
wna: pop- up confirmation message. 


FLO) cP ye Ph ete ee ie ed ea 
OK: HOLGO ENTER 
Ad cancet: EXIT 
Clear selected playlist entry? 


; [41001 :<T001_20160422-171500_001> |f 





Press and hold the MULTI JOG dial to clear the selected entry, 
making it empty. 


Te) EP), ee eT ee 
Pee uae aed 5 

001 

002 

003 


T001_20160511-152514_001 





Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 
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Deleting playlist entries (DELETE) 


The selected entry can be deleted, moving following entries for- 
ward. 


1. Open the playlist entry list screen. 


TT O I Se Py] FD met en ie el 


T001_20160422-171500_001 


goo 
gous 
-(TE) ik] T001_20160511-157514_001 





2. Turn the MULTI JOG dial to select the entry you want to de- 
lete, and press the MULTI JOG dial to open the menu. 


FEL @ VL) 18) 2/8) eT a ee mete Rarer ead Se a 
L dab400PPL .pp1l INSERT 


=) 


22-171501 Ta 
002) Mula 
003 fama) 





(02) Ig T001_20160511-15251: 
005 


3. Select ELETE and press the MULTI JOG dial to open a pop- 
up sonnEAHOn message. 


5] 10) eich 0/2 |B) Dennen eT a 
Ok- HOLD ENTER 
Ad cancet: EXIT 
j| Delete selected playlist entry’? 
0 [1001 :<1T001_20160422-171500_001> i 





4. Press and hold the MULTI JOG to delete the selected entry 
and move the following entries forward. 


5] 10) e808) eee me ee ere ee 
f§da6400PPL.pp1 i 
002) 


T001_20160511-152514_001 


005 





Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 


Editing playlist entries (ADJUST) 


This explains how to edit the playback starting and ending points 
of playlist entries. 


When a take is assigned, the take beginning and end are set as 
the starting and ending points by default. 


= 


- Open the menu in one of the following ways. 


1.1 Open the playlist entry list screen, turn the MULTI JOG 
dial to select the entry you want to edit, and press the 
MULTI JOG dial to open the menu. 


TO) ae Oy] tT ee ed 
dab400PPL.pp1 FXIT 
STV a 


02) ES 
003 SELECT 





(1) fe T001_20160511-15251: 
005 


1.2 On the Home Screen, select the entry you want to edit, 
and press the MENU button while pressing the SHIFT 
button to open the menu. 


Men U RAO e iT ma ee 
WS TO01_20160427-171500_| ENTRY LIST 


INFO 
SAVE AS 
ee 





Zz. 





Hf TUST, and press the MULTI JOG dial to open the 
: FOTN T screen. 


START/END POINT et ae cade hits 
a yaaa 
| aa 
Ta a TINIAN AITO RIOT irarcr tt 
aL Ae labo 0 WOM eRe eeermeed rt ta 
END = RESET>> 0000006: 00¢ O000sne1 <<CURRENT 





3. The light Pe oe DetwieSn the blue bars in the area at the 
top of the = TERE FOTHT screen shows the playback 
area. 


se PREVIEU 
——— ag 
an Tne ese aA UU ELS tg 


Te ae OOO meee aL 
APO ee OOO meee aL 





The blue ® on the left side is the playback starting point. 
The blue < on the right side is the playback ending point. 
The bar that can be edited will blink red. 

The green VW shows the current playback position. 

The white V icons show marks have been added to the en- 


try. 
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4. Operations on the = -HE FOLNT screen are some- 
what different nan on othe? screens. 
Control assignments are shown at the top right of the screen. 


(4) When the frame cursor is visible, turn the MULTI JOG dial 
to move the cursor. 

(2) When the frame cursor is visible, press the MULTI JOG dial 
to switch to the solid cursor. 

(3) When the solid cursor is visible, press the MULTI JOG dial 
to switch to the frame cursor. 

(4) When the solid cursor is visible, turn the MULTI JOG dial 
to change the setting at the cursor position. 
Turn the MULTI JOG dial while pressing and holding the 
SHIFT button to make large setting changes. 


aes eee PIGRUERTS (cnt Onur 


EE Mata 
| OFF 
LENGTH WW OT ieee OO em A eo 
START RESET>> (00.01: 00¢ 0000sne1 <<CURRENT 
td POU emer mee 

SL ea Ss 





However, ie ole cursor is always visible on | 
and «2 CURRENT. Turning the MULTI JOG dial will move 
the cursor, i and pressing the MULTI JOG dial will execute 
wok OFA CURREMT operation. 





reset to the end of the take. 
In either case, a confirmation pop-up message will appear 
before resetting. Press the MULTI JOG dial to reset it. 


Ul famed si: al 


* OK: EXTER | g!] 
? | CANCEL: EXIT 
"7 


Reset Start Point? 


Ae ae ae 


*, OK: ENTER | qf! 
7?) CAHCEL: EXIT 


Reset End Point? 





With <2 CUREENT, press the MULTI JOG dial to capture 
the current playback position to a cursor line. 


Editing operations are also possible using a USB keyboard. 


@ Press the ENTER key to switch between the frame cursor 
and solid cursor. 


@ Use the up and down cursor keys to change settings. 
@ Use the left and right cursor keys to move the cursor. 


@ Numbers can be input when the solid cursor is on anumer- 
ical value. 
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(6) Use transport operations on the =THET-END 
screen to conduct rehearsal playback. 
@ Use the Kt< a 2 P| peels to move per HeeD the 
file start, the © ‘ol t and the 
file end. oiienwes transport operations a are as uSual. 


@ Ifyou change the = rir, the playback position 
will move to that ein if it is changed during playback, 
playback will continue after moving to this playback po- 
sition. 

@ If you change theE ‘oirit, the playback position 
will move to 2 stone before that point. If it is changed 
during playback, playback will continue after moving to 
this playback position. 

@ Depending on the FRE TEN setting at the top right of 
the screen, the content of rehearsal playback will be dif- 
ferent. 


Rehearsal playback when PREVIEW OFF 


Press the ® button to start playback from the cur- 
rent position. Playback and PAOVe MCE! are possible 
outside the ra enge between the = Foink and 











Rehearsal playback when PREVIEW ON 


Press the ® button to start playback from the cur- 
rent position. In this case, Hera is e argues 
inside ae Sls between the * init and 
End P .. Movement oiiicide this range isnot 











possible. 


5. When done editing, press the EXIT button to return to the 
Original screen. 


Recording in Playlist Mode 

Recording is possible even when using Playlist Mode. 

When a take is recorded, it is automatically added as the next en- 
try after the highest numbered entry that has an assigned take in 
the current playlist. 


Example: 
Playlist before recording 


TTS @ Se OY] met ee ie red 


I T001_20160422-171500_001 


002 
003 
(1) Ins 1001_20160422-173050_001 
005 





Playlist after recording 
TYE ns aT 
MUDDLE ay eee em ET 
007 
003 


(02) iy TOO1_20160422-173050_001 
 T001_270160517-142407_007 





Ifa take has been assigned to entry 999, which is the last play- 
list entry, pressing the @ [SPLIT] button will cause the follow- 
ing pop-up message to appear. Recording will not be possible. 


CLOSE: EXIT 


Cannot RECORD 


Entry 999 is already assigned. 


Please create new Playlist 
or clear Entry 999, 
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Theater play function added 


A theater play function has been added. This allows the addition of marks for the playback starting and ending points of each take and the 
playback of the set parts of multiple takes in order. 


Theater play settings 


Settings are made with the 
FLAY SETUP menu page. 


DW Aa 
PLAY MODE 
Ray 


SUR al 


ee 


FL! item added to the 








(iM: This enables the theater play function. 


Theater play playback range 


The playback range of each take is set with marks. 
The mark points with the following names are the starting and 


ending points in theater play. 





Mark name 


Function 





SSTART 


Start point mark 


When moving to this mark 
from the SEND of another 
take, playback will continue 
from this point. 





names 


SSTANDBY 


When moving to this mark 
from the SEND of another 
take, playback will pause at 
this point. 





SEND 


End point mark 
names 


Take playback will end at this 
mark, and it will move to the 
first SSTART or SSTANDBY 
mark in the next take. 

If the next take does not have 
a SSTART or SSTANDBY mark, 
it will move to the beginning 
of the next take and continue 
playback. 





No SEND 








Playback will continue to the 
end of the take and continue 
according to the operation 
mode. 








* Example of operation with the following settings 





Take range 





ee 


Take 1 } SSTANDBY, so pause 


poser ene eeeataees Detected, so jump 
iene seci ondetacaeeeseusieacnees Detected, 6 jump 


' SSTANDBY, so pause 


Take 3 


Take 2 4 SSTART, so continue playing ! 


bewmmememmreeereewreeereeeeeeeooeeead 


MODE is OH, return to SSTART or 


SSTANDBY in the first take. 
If REPEAT MODE is OFF, stop. 
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Inputting names for theater play playback range 
marks 


Use the following procedures to easily input the names of marks 

used for playback ranges in the theater play. 

1. When the home screen is open, turn the MULTI JOG dial to 
select the take for which you want to set the playback range. 


2. Press the INFO button while pressing and holding the SHIFT 
button to open the HHEE [HFG screen. 


MARK INFO T001_20170512-142452_001 


Wanda es WU RLa Le ir ms! 





3. Select the mark that you want to set as the starting or ending 
point for the playback range. 


4. Press the MULTI JOG dial to open the menu, and select 


MARK INFO T001_20170512-142452_001 


eo 


Wa Sts aeeeeh 


1 oe 





5. Press the MULTI JOG dial to open a screen where you can 
edit the name of the selected mark. 


MARK NAME = pd ee oe an 
kK I 


aie 
lisa) 
Uae 


as 
| 


MARK NAME S 
Tc 





AUTO READY function added 


7. Turn the MULTI JOG dial to select the mark name you want 


to input. 
8. Press the MULTI JOG dial to input the selected mark name 
and return to the FREE [HFE screen. 


Date ne tL Ried Bg a a aL 


HARKO? WORE a 





Rather than using F! 





Showing marks for theater play playback ranges 


When the Home Screen is open, use the following procedure to 
show marks for theater play playback ranges. 


70 00 UROL 00] te 
2) 1001_20161026-154201_001 


18 





| TOPO ORL UEL UL Uhie Mita a 
 1001_20161026-133201_001 


iE 








Mark 





(white > ) 
B (blue > ) 
Bl (blue <q) 























An AUTO READY function has been added. After a take completes playback, this puts the unit into playback standby at the beginning of 


the next take. 


Settings are made with the HLUTO REHE'Y item added to the FLA’ 


pos ee ea 
aR En 
REPEAT HODE Tae 
THEATER PLAY OFF 


This sets the AUTO READY function operation mode. 


This disables the AUTO READY function. 
This enables the AUTO READY function. 
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Se TUF menu page. 


AUTO READY 
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Support for timecode synchronized playback of all takes in the current folder 


Timecode synchronized playback of all takes in the current folder is now supported. 


Limitations 
@ When in seca Mode, CHASE HODE cannot be set to 0H 
@IFCHASE KODE isOM whena lati is loaded and Playlist Mode is activated, CHASE MODE will automatically turn GFF 





@ WhenCASCADE MODE isOH, CHASE MODE cannot be turned 0 


Setting timecode synchronized playback of multiple units 


To use timecode synchronized playback with multiple units, input the same timecode into all units and set CHASE NODE toll 


them. 


Connection example 


CASCADE MODE : OFF* / CHASE MODE : ON Timecode generator 
= TIMECODED IN 





TIMECODED IN 
be 














TIMECODED IN 








TIMECODED IN 











* *Supported from firmware version 2.10. (See “Function explanation additions and changes” on page 35.) 


Support for playback of WAV files in 32-bit PCM and 32-bit floating formats 


Playback of WAV files in 32-bit PCM and 32-bit floating formats is now supported. 
However, both formats will be converted to 24-bit PCM when played back. 


Playback is possible even when a single file contains a mixture of 16-bit PCM, 24-bit PCM 32-bit PCM and 32-bit float formats. 


Take list sorting functions added 


ne mens have been added that allow the take list to be arranged in take timecode and take r name e orders. - TORY BAAE 


EB’! TE functions have been added to the menu when the current folder is selected on the § - screen. 
TTL @ Tee PY 1» PP Reet ee ee ee a 


<TakeList> da6400_takel sopT py NAHE 


SRN ee 
T001_20160422-171500_() preate PLAYLIST 

T001_20160427-1735050_() tance. 

TOO1_70160511-1527514 _( 





on all of 


and 
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Home Screen menu functions added 





When the Home Screen is open, pressing the MENU button while pressing the SHIFT button now opens a menu with operations for the 
current take or playlist. 


eee ATOR Oral hit aT 


JF TO01_20160422-171500_ 


= 001 00:00:000c0 TC INT 


0 UOT Ree SL Pe i 


T lat 
atti 
1 
1 | 


T ADJUST 
INFO 
SAVE AS 
ee 





The menu items shown in Take List Mode are as follows. 





Menu item Contents 





Open the current folder list on the BE GHSE screen. 





Open a pop-up message with information about the current take. 





Open a screen where you can change the name of the current take. 





Open a screen where you can edit the timecode of the current take. 





Delete the current take. 

















Close the menu. 





The menu items shown in Playlist Mode are as follows. 





Menu item Contents 





HTRY LEST Open the entry list screen for the current playlist. 





Open the Hi.TLIS 7 screen for the current playlist. 





Open a pop-up message with information about the current playlist entry. 





HUE Ai Name and save the current playlist file. 








Close the menu. 














e If no SSD or hard disk drive is loaded, the following pop-up message will appear and the menu will not open. 


aa 


CLOSE: EXIT 


Cannot Show MENU. 
There is no SSD/HDD. 


Aas ists 


ADJUST 
ila 

SAVE AS 
CANCEL 
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My MENU function added 


A My MENU function has been added that can be used to show only selected menu pages. 
You can decrease the number of menu pages shown and make access to necessary menu items easier by showing only menu pages that 
you access frequently and not showing menu pages with functions you do not use or that will not be changed after making settings once. 


My MENU function settings 


The My Menu function can be set on the HEHE] SETUF page that 
has been added to the menu. 


MENU SETUP 


Hy HENU SELECTION 





This sets the menu operation mode 


Select FEM 


MEE, and press the MULTI JOG dial to open a 


screen where you can change the menu operation mode. 


(ees 





This sets the menu operation mode. 





Meaning 





Option 


(default) | All menu pages will be shown. 








et menu rhe aclected using 
Ig MEHL SEL ‘will be 








chow: 





Set t whether or ‘fot menu pages are shown when the /* 
is set to 


1. Select Hu + SELLE 
dialto open the Miz MENU S| 








I) LM ane Epis the MULTI JOG 
=| ET 4 screen. 





My MENU SELECTION 


REC FILE FORMAT 
REC OPTIONS 
PLAY SETUP 

PL Le 

OLOT1 <IF -WA64/EX> 


ie Te 

es) oe 

TG SETUP 2 
PARALLEL INPUT 
PARALLEL OUTPUT 


a) 

CASCADE 
HEDIA 
PREFERENCES 
rh ea oy es] 


My MENU SELECTION 





Page names with check boxes showing whether or not they 
will be shown appear on the left side of the screen. 

Pages with check marks will be shown. Those without will 
not be shown. 

A list of setting items for the page selected by the cursor is 
shown on the right side of the screen. 


Turn the MULTI JOG dial to select a page to hide/unhide. 
Press the MULTI JOG dial to add or remove the check mark. 
Page and setting item names will appear gray when there is 
no check mark. 


Setting examples 


My MENU SELECTION 
GENERAL AL 
REC FILE FORHAT 


PLAY SETUP 
PU tLe 
OLOT1 ¢IF -WA64/EX> 


tt 

CASCADE 

lo 
PREFERENCES 
SYSTEM SETUP 





e The HEHU SETLIF page must remain visible, so it cannot be 


ee and pas a ald instead of a check mark. 


e By setting the MODE toF ULL MERE, you can show all 


the menu pages eweille retaining ie aig MENU page visibility 
settings to use again later. 
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mDNS (Multicast DNS) supported for easy network connection 


mDNS (Multicast DNS) is now supported. 


As a result, network connection with the DA-6400 can be achieved easily from Mac OS and Telnet, VNC and FTP ase mat Aislin EN 
The DA-6400 name > that | is Shown on Mac OS and apps that support mDNS when using mDNS can be set with the THE MHME item 


added to the #4 





; menu page. 


The name seal ee on Mac OS and apps that support mMDNS is shown in the HRCGHIHE KANE OM HET line. 


NETWORK 
HAC ADDRESS 
IP ADDRESS 
DMS ADDRESS 


HACHINE HAHE OW NET 


DNS SETUP 
PASSWORD 
Te 


oe the MECrINE NAME 
PLE. menu d page and 


Select MHEHIME HAMNE from the i 
press a MULTI JOG 5 dial to open the! ARCH DME & editing 
screen. 





eee See lS =e eee en an 
Ka pa 
tier a 9 





For details about how to edit the HHCHINE HHMNE, see “Editing 
text” in“4 — Recording” of the Owners Manual. 


e The” .” character cannot be input on the HREHIHE 
editing screen. 





elfa”.”is included inafiRCHIHE HHAMNE setting, it will auto- 
matically be replaced with a“ —- ” when the unit starts up or 
when system data is imported. 
If this occurs, the INFO indicator a ae fee sae) le ee 
lowing message will appear on an ALERT LON 
screen. 
This alert message will not appear again after being con- 
firmed once. 


ALERT INFORMATION 


rr il PS 


has been changed. ¢ "." -> "=" 3 





e When this unit and a Mac OS pico are EOHnected 7 me 
same network, the name shown in } THE MHAE ON 
line will appear in the SHARED foidere on the | Mac as shen 
below. 








eae W0A-6400 
Ej * 
DA-6400 
Shave Sereen 
© Ddownioads 
Cl DA-6400 











Click, “Connect As...” next to this name to start a VNC connec- 
tion with that device. 





Screen Sharing 


oD Enter your password for “DA-6400” 
Password: 


Remember this password in my keychain 
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eae rte F 
Tea 


Nereis se oe 
Cea ATES TITN 


PLP Pa 


DA-6400. local 


On the neta input screen, ee the password set with 
the FHSS! : item on the . Menu page to start the 
VNC Ponnecton: This enables hes same screen shown on the 
unit to be seen and operated from Mac OS. 





Lo} 


Favorites 
me 
<S iCloud Dri Z 


rive 
> Applications DA-6400 
[) Desktop Share Screen 
[§) Documen ts 


oR ESET te 


Shared 
(J DA-6400 T001_ 20161026- Pesan aun : 
= rbd 














For details about VNC, see “VNC (virtual network computing)” 
in“7 — Internal Settings” of the Owner's Manual. 


e The following snows: an ddieataes ot using Terminal in Mac OS. 
The name shown infifiCHTHE HAME GN HET appearsinthe 
Remote Login eit sehvet list. 








¢ __ Terminal Bou Edit View Window Help 





e0oe New Remote Connection 
1) New Window > 
New Tab > Service Server 
New Command... TSN | a fs Shell (ssh) > Pama 
ecure Shell (ss foa-c400 
New Remote Connection... tid jj Secure File Transfer (sftp) > 
Import... #0 File Transfer (ftp) > 











4 Remote Login (telnet 
Close Window THEW os " 


| 
Use Settings as Default 
Export Settings... 
Export Text As... #S 
) 
Show Inspector 381 ats a 
- Edit Title CHI 
User: 
Send Reset dR 
Send Hard Reset X#R telnet DA-6400.local. 23 





eae 











Print... #P 








e The following shows an example of using an FTP application 
that supports mDNS. 
The name shown infil H THE MARE OF HET appearsinthe 
Bonjour list. 





[ ee DA-6400.loca! -— FTP 








c Login DA-6400.local. 
a i | Login 
ted ~} login Key 
foda 
Username: 
mt Fees] 
Anonymous Login 
Key: 


@ Add to Keychain 2 | Cancel 















teenies Window Help 


Toggle Bookmarks %#B lfece 
Sort By > 





ee 
+ 
New Bookmark O38B Open Connection Quick Connect 


4) History b 
eam =(0)4) (001g 





©) DA-6400.local. - FTP 
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Two types of VNC server compressed transmission formats supported 





Two types of compressed transmission formats are now supported with the VNC server function, enabling transmission volumes to be 
reduced to 1/10-1/20. This enables meters and time counters to be displayed with snooth movement even on networks with slow trans- 
mission speeds. 


“None” added to REC FILE FORMAT menu FILE NAME setting 


“slorie”” has been added to the F HAME setting on the FE PILE FORME T menu page. 
Files recciet with this setting will Be fated as follows. 


T[take number]_[3-digit number]_[2-digit channel number].wav 





Examples: T001_001_01.wav T002_001_01.wav 
T001_001_02.wav T002_001_02.wav 
T001_001_63.wav T002_001_63.wav 
T001_001_64.wav T002_001_64.wav 





SNTP menu page now shows current date and time 


The FTF menu page now shows the current date and time in order to make the status of time synchronization with an NTP server easier 
to confirm. 


SNTP Ae 
1 ee bay Sh EL LE 
CURRENT TIHE ra gg a a 
HTP SERVER ntp.nict. ip 
UPDATE TIHE ROO eae 
TIME ZONE +09:00 
DST SETUP Disable 





Current folder name added to INFORMATION screen 


The IHFORHMAT 4 screen now shows the current folder name. 


INFORMATION 


Ta 
eee Mareccrernnn 


i) ee 
eee aera tt 


2015/04/06 16:27 
eS DA Files 





Marks added automatically at buffer overflows during recording 


A mark is now set ee if a buffer overflow occurs during recording at the time it occurs. 
These marks are named ELIF 
Audio will be recorded as ailewes until the buffer overflow ends. 


Change in display when Master Clock is not locked. 


When the DA-6400 is not locked to the selected Master Clock, the Home screen display has been changed from “Blinking Green indicator” 
to “Blinking Red indicator on Red background” in order to make this state easier to recognize. 


Track Names and other metadata added to BEXT chunk data of BWF files 
Track Names and other metadata will now be added to the BEXT chunk data of BWF files. 


iXML chunk data of Track Names and other metadata added to BWF files 
The iXML chunk data of Track Names and other metadata will now be added to BWF files. 
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New functions in firmware version 1.50 


The following new functions have been added in firmware version 1.50. 


@ A TRACK NAMES function has been added that allows the recording files for each track to be named as desired. 


TRACK NAMES function added 


A TRACK NAMES function has been added that allows the record- 
ing files ite eae Hack 0 be pamied as ae sede 
Use the T HANES andeé TRACK + items added 
to the REC FILE FORMAT menu u page to maak seainge 


REC FILE FORMAT 
REC FUNCTION 
ee 
REC Fs 


et Date/Tine 


EDIT TRACK NANES Ps 


TRACK NAMES 





TRACK NAMES MODE 
This sets the TRACK NAMES function operation mode. 


F (default): Track names will not be added to recording 
file names. 

4: Track names will be added to dia ue) names ac- 

 eaaine to the settings on the EDIT ERIE NAMES 

screen. 


IfanEbIiT TEHCE HANES screen track name setting is emp- 
ty, trackn names will not tbe added to ote” file names even 


ane track names for each channel 


1. Selecté RCE, men the n menu, , and pe the 
MULTI JOG ‘dial to apeA the E TRACE MANES screen. 


TMT eee 


ae a 
te 
ie 
eat ae 
tae 
ie 
eae 





2. Turn the MULTI JOG dial to select the channel for which you 
want to change the track name, and press the MULTI JOG 
dial to open a screen where you can edit the track name of 
the selected channel. 


CHANNELOT TRACK NAME = suet: cars ON/OFF 
bs 





For details about how to edit names, see “Editing text” in “4 - 
Recording” of the Owners Manual. 
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The following types of track names cannot be input because 
they cannot be distinguished from track numbers. 


® Two-digit numbers (example: 01) 


@ Names that end with an underscore followed by a two-dig- 
it number (e.g. Mic_01) 

@ Names that start with a two-digit number followed by an 
underscore (e.g. 01_ Mic) 


@ Names that include a two-digit number preceded and fol- 
lowed by underscores (e.g. Mic_01_sub) 


If you input a track name like Bale end press the MULTI JOG 
dial after moving the cursor toEH TER : the following message 
will appear. 


CHANNELO4 TRACK NAME syHiet: cars ON/OFF 


f CLOSE: EXIT |p| 


Cannot use This Track Mane. 


nn? » <nm_-> » <"_nn> » <-_nn_> 
Will be confused with track number. 





The following types of track names can be input. 
@ “-01": Hyphen with a two-digit number 
@ “001”: Three-digit number 
@ “1”: Single-digit number 
@ “Mic0O1”: English letters followed by a two-digit number 
without an underscore 


@ “Mic-01”: English letters followed by a hyphen and a 
two-digit number 


@ “01Mic”: A two-digit number followed by English letters 
without an underscore 


@ “Mic01_sub”: A two-digit number that is not preceded and 
followed by underscores (“_nn_” format) 


@ “Mic_01sub”: A two-digit number that is not preceded and 
followed by underscores (“_nn_” format) 


e If a set track name violates these rules, that name will be au- 
tomatically changed according to the following rules during 
startup or when importing system data. 

“an” =» “-nn" 
“en! “.-nn 
“nn_... ™® “nn-...” 
“een...” “ne...” 
(nn: two-digit number) 
If this occurs, the INFO indicator a ac fo on co ae 
lowing message will appear on an ALERT HFORMATION 
screen. 
This alert message will not appear again after being con- 
firmed once. 


ALERT INFORMATION a 


Sone TRACK HAWKE settings changed as followings, 
because these will be confused with track nuaber. 


ae = rT 
".. on as ee Ts 
oe = SS 
"ne aa "..-on-—" 
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Recording file name format when TRACK NAMES 
MODE is ON 


When TRACE HANES FODBE is QM, recorded files will be named 

with the following format. 

Tnnn_<name>_TTT_tt_<TrackName>.wav 

nnn: Number 

<name>: Name according to RED FILE FORMAT screen 
FILE HHME setting 

TTT: Number 

tt: Track number 

TrackName: Track name 


Examples: 
@ File name when the channel 32 track name is “fii Ai” 
T001_20170501-203015 001 32 MicO1.wav 


@ File name when the channel 33 track name is “fui tar” 
T001_20170501-203015 001 33 Guitar.wav 


DA-6400 units operating with a version earlier than 1.50 can- 
not recognize files with track names as part of the same take. 
Files with track names will be mistakenly treated as takes with 
only one file. 

If you want to play back takes that include files with track 
names update that DA-6400 unit to firmware version 1.50 or 
later. 

Do not add track names to take file names if you want to play 
back takes on a DA-6400 unit using a firmware version earlier 
than 1.50. 
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New functions in firmware version 1.40 


The following new functions have been added in firmware version 1.40. 


@ The TASCAM IF-AN16/OUT analog output interface card is now supported. 


TASCAM IF-AN16/OUT analog output interface card support added 


The TASCAM IF-AN16/OUT analog output interface card is now 
supported. 

If installed in SLOT uM or Eoeon 2 of this unit, the following appears 
onthe =LOPi or sLtirs menu page. 


SLOT2 (IF-ANIGOUT : Analog OUT) 





NOTE 
e The IF-AN16/OUT cannot be set as this unit's master clock. If 
you try to set it, the following pop-up message will appear. 


i CLOSE: EXIT 


Cannot Select IF-AN160UT 
as MASTER CLOCK 





e Ita an ar neu is installed, replacing a slot card, or **/* 
PEM OE r settings are imported, the IF-AN16/OUT seule 
Scores eet cimprepen) as the master clock. 


If this occurs, the master clock setting will automatically be 
switched to [nmi-erria i and the INFO indicator will light red. 
u this state, the fllowng message will appear if you open the 
THF OEM i screen. After confirming this message once, it 
will not appear again. 


ALERT INFORMATION 


Cannot use IF-AN16/0UT as HASTER CLOCK. 
HASTER CLOCK changed to Internal. 





e If an input signal is renee ot the slr! in which me IF- ane - 
OUT i 5 installe d and the PREEE ERE pie ongeNt, SIGh 
RRRUE Es ithe | INFO indicator will fe 


» item is set tof 
i "will ap- 





pearonanERRGE THFOI iB MEET TEM screen. 


ERROR INFORMATION 


SLOT1 has no signal. 





: pis ot not Malt suc error messages to epee set the 


s pageHO SIGHHL ERROR CHEE item to 
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Adjusting output levels 


You can adjust the output levels of the IF-AN16/OUT to suit the 
connected devices. All 16 channels can be adjusted individually 
or together. 


We eee OS 2 L. OP lorslLor &menupageQligFul i 
i] 7 oy ae adhe the MULTI JOG dial t to open te 
ATTEI Fk settings list for that slot. 








[SLOT 2 page] 


OP ee eee 


OUTPUT 
ma 
OUTPUT 
OUTPUT 
OUTPUT 
me 
OUTPUT 


[OUTPUT ATTENUATOR setting list] 





2. Turn the MULTI JOG dial to select the channel you want to 
adjust, and press the MULTI JOG dial to open the OUTPUT 
ATTENUATOR setting adjustment screen. 


ON Th O 00 me O00 0s ee ewes elt 


ee is 


Ue ee 





[OUTPUT ATTENUATOR setting adjustment screen] 


3. SelecttheEGIT MODE item, and turn the MULTI JOG dial to 
set how the values are changed. 
Press the MULTI JOG dial to move the cursor to the next item. 
You can also use the. and / buttons to move the cursor. 








Option Meaning 


Pridividua | Change settings for 1 channel at a 
(default value) time. 





Change settings for all 16 channels 
at the same time. 





Change settings for multiple desig- 
nated channels at the same time. 
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Options: #, cE (default value) --i4, 8 
4.1 EDITMODE: When EDIT MODE is lrieiiiti dual 





4. Adjust the output levels. 
iE (0.5dB/step) 


mere Tee La me: We ete 


EDIT MODE Individual 
OUTPUT 01 





The output channel selected in step 1 is shown in this elec- 
tion on the left side. 

Turn the MULTI JOG dial to change/set the output level. 
Press the MULTI JOG dial to open the OUTPUT ATTENUA- 
TOR setting list screen. 


4.2 EDIT MODE: When EDIT MODE is FLL. 
ere Le OL LN LM MI artes 
GS ane 


OUTPUT 01-16 
*% = not matched 





Turn the MULTI JOG dial to change/set the output level for 
all channels. 


Press the MULTI JOG dial to set all channels to the output 
level shown and open the OUTPUT ATTENUATOR setting 
list screen. 


4.3 EDIT MODE:When EDIT MODE isERTEH SETLUF 
Serle e tilt ae Wm tn ee 


EDIT MODE BATCH SETUP 


RANGE SELECT OTT 


ee Pele te 3 
eel 





RRMGE SELECT appears on the left side of the second 
selection line. 

Use the MULTI JOG dial or << and PF! buttons to move 
the blue cursor, and turn the MULTI JOG dial to set the 
starting and ending channel numbers for the range you 
want to adjust. 

Move the blue cursor to the GUTFUT HTT. item at the 
very bottom, and turn the MULTI JOG dial to change/set 
the output level for all channels. 

Press the MULTI JOG dial to set the selected channels to 
the output level shown and open the OUTPUT ATTENUA- 
TOR setting list screen. 


NOTE 
e When the EDIT HODGE item is set to HLL, the OUTPUT 01 
setting is shown for the output value. 


¢ WhentheEDIT MODE itemissettoBATCH SETUP, the set- 


ting for the starting channel set in the FHHGE SELECT item 
is shown for the output value. 






e If the setting values of the channels being adjusted do not 
match, an * will be shown at the end of the output level value. 
If the setting values of all the channels being adjusted match, 
no * will be shown. 
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New functions in firmware version 1.30 





The following new functions have been added in firmware version 1.30. 

@ DA-6400 Control iPad remote control app support added 

@ TASCAM IF-AE16 AES/EBU interface card support added 

@ Function added to synchronize with SMPTE timecode and play the current take 

@ VAMPING mode added to repeat playback function modes 

@ Function added to set the input and output signal routing for each individual channel 
@ On/off setting added for NO SIGNAL error checking function 

@ Function added that requires pressing and holding the button to stop recording 


TASCAM DA-6400 Control iPad remote control app support added 
The TASCAM DA-6400 Control iPad remote control app is now supported. 


TASCAM IF-AE16 AES/EBU interface card support added 


The TASCAM IF-AE16 AES/EBU interface card is now supported. NOTE 
i neaue el in 1 SLOT 1 or ESEOT 2 of this unit, the following appears e When the slot with the IF-AE16 card installed is selected to be 
onthe =LOTi or sLtirs menu page. the clock master, you can also set the CLL eS LINE eultemi’ on 






STE SRE ee ae | piel . screen that opens from the GENE RH _ pagel. 
| 2 HE ER * item. Moreover, if the slot with the IF- AE16 ieciled 
alle is scclecied to be the clock Masten oe, can also change the set- 
ting by moving the cursor to HF FL‘ and pressing the MULTI 
JOG dial. 





CLOCK Ea eh ae tr 
CLOCK LINE 
. . . HASTER SLOT2 * (IF-AE16> & 
If the slot with the IF-AE16 card installed is selected to be the 
clock master for the unit, this selects the signal line to use as eile 


the clock master. 





CLOCK LINE (ee , sais , ae 
e If the SEE item is set to {1H for a signal line, it cannot be se- 


seed a as eehe master clock In this case, the following pop-up 
window appears. A confirmation pop-up message appears.A 
confirmation pop-up message appears. 


CLOCK LINE 





Hae X49 HES 2-8, A CLOSE: EXIT 


SLOT? AES 1-2 : SRC On 


Cannot select as Master clock. 
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SRC 
This turns the sample rate converter on/off for each signal line 


- ere) Ae fol: MOVE Cursor 
a my 





Options: {iF F (default value), {14 
NOTE 
e = cannot be set to (ih for the signal line selected as the 


master clock. In this case, the following pop-up window ap- 
pears.A confirmation pop-up message appears. 


Os ee 


: MOVE Cursor 


( CLOSE: EXIT 


Cannot turn SRC On. 


SLOT? AES 15-14 is already 
Haster Clock. 





item setting and clock master setting, an error described as 
“SRC for the IF-AE16 signal line selected as the CLOCK MASTER 
is ON” could occur. 


‘( item for that signal line will be turned 


off automatically and the INFO indicator will light red. In this 
situation, press the INFO button to open the following alert 
message. Once this has been confirmed, it will disappear. 


ALERT INFORMATION 


IF-AE16 Clock Setting Error. 


oa) a | ea ao a te 





The INFO indicator lights red when an error has occurred with 
the IF-AE16 input signal. In this situation, press the INFO but- 
ton to show the following information. Note that even if there 
is an error with the input signal, it will not mute. 


ERROR INFORMATION 
or] a 
AES 1-2 (Unlocked > 
AES 3-4 ¢no signal} 
AES 5-6 (not audio} 
AES 7-8 (Dual Line} 





Unlocked: The input signal is not synchronized with the main 
unit. 

no signal: There is no input signal. 

not audio: The input signal Cbit data is “not audio”. 

Dual Line: The input signal Cbit data is “Dual Line”. 


Function added to synchronize with SMPTE timecode and play the current take 


A function has been added to play the current take synchronized 
with the SMPTE timecode input through the TIMECODE IN con- 
nector on the back of the unit. 

ATi S&H page has been added to the menu for this function. 


Setting timecode synchronized playback 


Use the Tt 
back settings. 


“NL page to make timecode synchronized play- 


SHIFT+DIGL & a J 
tSKEIF FAGE 8/1) 


io) dle 


TC CHASE OFFSET TEER 
TC RECHASE HODE a 
TC RECHASE THRESH 2Frane 





TC CHASE MODE 
Turn timecode synchronized operation on/off. 


TC CHASE MODE 


CHASE MODE 


SHIFT + PAUSE : 
ee a a 
ee B 


leo use on HOME screen 





You can also press the Il [CHASE] button while pressing and 
holding the SHIFT button on the front of the unit to turn it 
on/off. 


TC CHASE OFFSET 
A timecode offset can be set for the input timecode. 


TC CHASE OFFSET kk Slo: MOVE Cursor 


CHASE OFFSET + UU 





Function (default value) 


TC RECHASE MODE 


This turns on/off the resynchronization function for when syn- 
chronization becomes inaccurate during timecode synchro- 
nized playback. 


TC RECHASE MODE 


RECHASE MODE 





timecode is ignored and the unit operates in free run mode. 
When set to (1H, rechasing will start when the synchronization 


inaccuracy exceeds the threshold level set on the 70 FE~ 
CAHSEE THRESH screen. 
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TC RECHASE THRESHOLD 
This sets the synchronization inaccuracy threshold used to 
start rechasing. 


ee St) Oy 


ei ache nee 8) 





epnen at ‘ame, [frame, 2frame (default), aframe, 


Procedures for eyichionized playback 


1. Make the take to use for synchronized playback the current 
take. 


2. Doone of the following to start synchronized operation. 


@ Press the Il [CHASE] button while pressing and hold- 
ing the SHIFT button on the front of the unit. 


e SettheT® SYNC pageT® CHASE MODE item to ON. 


If the unit was stsepe when this is turned on, the unit en- 

ters playback standby. 

At this time, the Ea indicator on the Home Screen changes to 
KM indicator and blinks. The take number display on the 

Home Screen also disappears. 





3. When input timecode starts during playback standby, the 
unit will automatically start playback, and the il indicator 
on the Home Screen will stop blinking. 

If the input timecode does not match the current take, audio 
output will not be possible. 


Ifthishappens, nic take ah currerid = will appear 


in the take name dispar area on aahee Home Scieeh, 


eee EE Py 


nolemater rEg 





If the input timecode matches the current take, its audio will 
be output and the take name will appear in the take name 
display area on the Home Screen. 


ee Eh 


= nTaTaPyar are Bes Ses 
OO ie a Re be ae eae 





4. During timecode synchronized playback, press the Ml but- 
ton to stop playback. 
At this time, the il indicator on the Home Screen will blink. 
5. When stopped, press the ® or Il [CHASE] button to start 
timecode synchronized playback. 





6. Doone of the following to turn synchronized operation off. 


@ Press the Il [CHASE] button while pressing and hold- 
ing the SHIFT button on the front of the unit. 


@e Setthe TO SYHC page Tl CHASE MODE item tol 


At this time, the oBi indicator on the Home Screen reverts to 
the Hal indicator. 


VAMPING mode added to repeat playback function modes 


IMF TMG has been added to the repeat playback function 





modes. 
On the FLAY SETUP menu page, the following three options 
have been added for the REFEHT MODE item. 
Option pepeae Meaning 
icon 





(default value) gh Repeat playback is not used. 





re] Normal repeat playback is used. 





This is the new repeat playback 
Ss function mode added with this 














update. 





Operation in VAMPING REPEAT MODE 


When set to this mode, the current take will be played back re- 
peatedly regardless of the FLH'Y NUDE screen setting. 

During repeat playback, press the B button* to automatically 
move to the next take and repeat playback after playing the cur- 
rent take to its end. 


* In addition to the front panel button, parallel, serial, or net- 
work control can be used to start playback. 
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When this mode is active, El is added to the repeat icon on the 
Home Screen. 

During repeat playback, after the B> button is pressed the repeat 
icon Ed will blink until playback of the next take starts. 

When playback of the next take starts, the Ed will stop blinking. 


e If the B Button is pressed during playback of the final 5 sec- 
onds of the current take, the following message is displayed, 
and that take will be repeated from its start to end one more 
time before proceeding to play the next take. 

In this case, the Ed will start blinking after returning to the be- 
ginning of the take. 


( CLOSE: EXIT 


Cannot exit Vanping Repeat now. 


Current Take will repeat once more; 
then continue to the next take. 





e While waiting to move to the next take (when fad is blinking), 
operations including stopping, pausing, searching/backward, 
skipping and jumping to marks will cancel moving to the next 
take, and the current take will continue to repeat playback. 

In this case, the Ed will stop blinking. 
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Function added to set the input and output signal routing for each individual channel 


Input signal routing can now be set per channel. Output signal 
ie can ivalse now be set Pe panne! 

The fHPUT ROUTING Land | INPUT REE 
have beer eles by ak 





pane * menu pages 
LM HG page for these sanctions 


ROUTING 


OUTPUT ROUTING 





Setting input signal routing 
Follow these ere to set ae Signal a 


1. Open the F i page and select the | ain 
Melle Then press rite MULTI JOG dial to open the | 
ROUT THis settings list. 





INPUT ROUTING Pee ee ta 


eae pa OP a 
te oo 
ie oo 


eae SLOT1-05 
te SLOT1-06 
ete dLOT1-07 
eae me 





| TMig settings list 


When an interface card with less than 64 input signal channels 
is installed, the names of unavailable input connectors appear 
gray. 

For example, if an IF- ne card “ 16 VO cane is in- 
Stalledin SLOT1,thesLOiPi-isr PHtoSlLopri-&4 Th 
items will appear gray. 


INPUT ROUTING Pe ee ta 


at ae 
ae 


ihe 
eae 
te 
ete 
eae 





2. Turn the MULTI JOG dial to select the channel ha want 
to set, caue press the MULTI JOG dial to open the ! 
Fl ij setting screen. 


li ee ee OLE kk Sl: MOVE Cursor 


oD ] . 


SLOT1-01 IN 


CHANNEL 01 





| THis setting screen 


3. Select the— 
changed. 
Press the MULTI JOG dial to confirm the EDIT MODE and 
move the cursor to the next item. You can also use the K@< 
and PF! buttons to move the cursor. 


MODE item and set how setting values are 


Option 


at a time. 
ELCICE: Change settings for eight channels at a time. 
fUF:Set a group of multiple channels to be 
changed at the same time. 





ida (default): Change settings for one channel 


4. Operations differ according to the selected ERT T NODE. 
@ individual selected 


= = “ Slo: MOVE Cursor 
INPUT ROUTING Shiney ne 4 a na , fi A ue aad 


a a 
ae 


Individual 





The name of the channel selected in step 1 appears to the 
left of the selection area. 
Turn the MULTI JOG dial to select an ies ewe 


epMensr 





(12 28 Moot eae: 


Press the MULTI JOG dial to confirm the setting value and 
reopen the IHFUT ROUTTH setting list. 


@® Boh ELOCE selected 
li ee ee OER ee rege Mra [EL] =a arte 


ee 
a | Ro 


Gch BLOCK 





An 8-channel block that includes the channel selected in 
step 1 appears to the left of the selection area. 
Turn the MULTI JOG dial to select an “ape lane block. 


i L Bie-Be, SLOT] 





4 (16 options) 


Press the sabe 40G saa to pontine the setting value and 
reopen the [HFUT & lg setting list. 


@EHTCH SETUP selected 
0 Teithee - Rel: MOVE Cursor 
UA OO CT ec 8 CD A 


a a eae ee oe 


1 it Pee 
a 


RANGE SELECT 





MGgk SELECT appears to the left of the selection area. 
Press sane MULTI JOG or I< and FI buttons to move the 
blue cursor, and turn the MULTI JOG to set the following 
values. 


@ First and last numbers of the range of channels for 
which you want to change settings 
@ Slot number and input connector starting number for 
the input signal you want to route 
Move the blue cursor to HF Fi? and press the MULTI JOG 
dial to open a pop-up confirmation message. 
INPUT ROUTING See aa ; a iE ale 4 
2) CANCEL: EXIT" | 


--- INPUT ROUTING --- 


det [SLOT1 01-64 IN] to [CH1-64]? 
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When the confirmation pop-up message is open, press the 
MULTI JOG dial to change to setting the See eee 
enna at the same time, and reopenthe INFUT FOL 

lig setting list. 
When the confirmation pop-up message is open, press the 
EXIT [PEAK CLEAR] button to close the message. 


Setting output signal routing 
Follow these steps to set output signal routing. 


ele 
Ue Le 





1. Open the F i page and select the {1 FOUTIWG 
ro Then, press eine MULTI JOG dial to open the 0 WLP RLY 
Fe iy settings list. 






SU a Sel eee: 


sLOT1-02 aes 
oo CHANNEL 


SLOT1-04 CHANNEL 
oa 0 ete 
SLOT1-06 ee 
SLOT1-07 CHANNEL 
om) eal oe 





f ING settings list 


When an interface card with less than 64 output signal chan- 
nels is installed, the names of unavailable output connectors 
appear gray. 
For example, if an IF-AE16 card with 16 I/O channels is installed 
in SLOT1, the =LOQ7Ti-i7 OUT to SL0T1-64 OUT items will 
appear gray. 


oO Un COLO Ceres ca ett Np ae Aiea ad Sl 


he 
ee 
eae 
ee 
CHANNEL 
et 
ea ee 





2. Turn the MULTI JOG dial to select the output connector x 
mann ie Bet, ane press the MULTI JOG dial to open the £ 
PUT F i3 setting screen. 


UNO e eee rea ran [EL =a arte 


EDIT MODE individ ic 


SLOT1-01 OUT ae 





LIT TN setting screen 


3. Select the— 
changed. 
Press the MULTI JOG dial to confirm the EDIT MODE and 
move the cursor to the next item. You can aise use the << 
and PF! buttons to move the cursor. 


MODE item and set how setting values are 


Option 
Individual (default): Change settings for one channel 
at a time. 
iE: Change settings for eight channels at a time. 
ETUPF:Set a group of multiple channels to be 
changed at the same time. 
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4. Operations differ according to the selected ERI T NODE. 


iciiis £ selected 


UNO eee ec kk lo: MOVE Cursor 


GUNS ividual 3 
STR B Rte MED ea 





The name of the output connector selected in step 1 ap- 
pears to the left of the selection area. 
Turn the MULTI JOG dial to select an sae signal. 


Options: CHRHHEL 81 -CHAMMEL 6&4 (64 options) 
Press the en JOG ot to ae the setting value and 
peepen the GUPRUT EOUTTHIs setting list. 

: = selected 


UNO eee ec rege ar [EL] = octet 


EDIT MODE ato 8 
SLOT1 01-06 OUT 





An 8-channel block that includes the output connector se- 
lected in step 1 appears to the left of the selection area. 
Turn the MULTI JOG dial to select an oe es block. 


Options: /. 





(8 options) 


Press the te JOG at to conte the setting value and 
reopen the HUTRUT EOQUTTHIg setting list. 
en ETHE selected 


STUUR SOLU CRM en Tp a c= 


om BATCH SETUP 


RANGE SELECT 01 -64:CHO1 -64 
a 





MiG SELECT appears to the left of the selection area. 
press =e MULTI JOG or I< and PI buttons to move the 
blue cursor, and turn the MULTI JOG to set the following 
values. 


@ Slot number and first and last numbers of the range of 
output connectors for which you want to change set- 
tings 

@ First number of the channel you want to route 

Move the blue cursor to HF Fi? and press the MULTI JOG 

dial to open a pop-up confirmation message. 


= = = “lo: ON iP 


Ok: ENTER 
2) CANCEL: EXIT 


--- OUTPUT ROUTING == 
det [CH1-64] to (SLOT1 01-64 OUT]? 





When the confirmation pop-up message is open, press the 
MULTI JOG dial to change to setting the dheearte selecr 
ed crane at the same time, and reopen the GUTRFUT 
Fe iy setting list. 

When the confirmation pop-up message is open, press the 
EXIT [PEAK CLEAR] button to close the message. 
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On/off setting added for NO SIGNAL error checking function 








We have added a setting that stops the “ng #1941” error from Options 

appearing so you can use the main unit without inputting an "iE (default value): When the unit determines that the input 

audio signal (when using it as a dedicated playback device, for signal connection has been interrupted, 

example). Oe a sla atok ae red, and an 
a “| REAR SHECE item has been added tothe iS PETE E ceraenr ily a 
REI Ces menu page. Itallows the fl STGMHL error con- SLUTL Fae rid S194] error mes- 

imation function to be turned on/off. sage, for example, appears. 


PREFERENCES pee eta 
PHONES HONITOR HOUE a 
PEAK HOLD TIHE Paso 
HETER HODE 64ch 
te Ai 


ERROR INFORMATION 


SLOT1 has no signal. 





AOA] ee | 8 OW 


:Even when no audio input signal is comico the 
INES indicator will not light red, and ané i= 
rORMA | i screen will not appear. Use this sere 
when you ‘want to use the main unit without input- 
ting an audio signal (when using it as a dedicated 
ous playback device, for example). 


NO SIGNAL ERROR CHECK 





CHELR screen 


Function added that requires pressing and holding the button to stop recording 


In order to prevent recording failures due to misoperation, a 
function has been added that requires pressing and holding the 


button to sehus seca Cannot Stop RECORD 


To Stop: Press and Hold. 


menu page to set he ness | faid to stop concn function: 





REC OPTIONS pe te 


AUTO FILE INCREMENT PTT NOTE 
PU scl 7 Ka 


oe nis oa This function only affects STOP/PAUSE operations from the 
REC STOP/PAUSE MODE NORHAL | following control sources. 





@ Front panel 
@ USB keyboard 


@ Parallel connector 


mel UF TTOMNS page 


aeael a ae) @ Keyboard via VNC viewer 


STOP/PAUSE commands from RS-422 or Telnet will stop or 
pause recording regardless of the setting of this function. 





REL STOPAPHUSE MODE screen 


Options 
HORMEL (default): 
Press the Mf or If [CHASE] button during recording to 
ae or pause recording immediately. 


Prase and hold the M@ or Ill [CHASE] button for three 
seconds during recording to stop or pause recording. 

lf the Mi or Il [CHASE] button is pressed for less than 
three seconds, recording will continue and the follow- 
ing message will appear. 
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New functions in firmware version 1.21 


The following new functions have been added in firmware version 1.21. 
@ Support for the TASCAM IF-DA64 Dante interface card 


Support for the TASCAM IF-DA64 Dante interface card 


The TASCAM IF-DA64 Dante interface card is now supported. 
If you install this card in SLOT 1 or SLOT 2, the following informa- 
tion will appear on the =LOT i or SL fF menu page. 


SLOT? (IF-DA64 : Dante) 





STATUS 
This shows the IF-DA64 operation status. 
Hiiai labile: The IF-DA64 is operating normally 
31146 12:The IF-DA64 is not operating normally 
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Owner's Manual Addendum 


FTP connection settings note 


@ Please set the configuration for number of simultaneous connections to 1. 


@ Depending on the FTP client application, two simultaneous connections with this unit might be possible, but files might not be trans- 
ferred correctly, so you should not use two or more simultaneous FTP connections with this unit. 


Function explanation additions and changes 


@ On page 8 in “Playlist function supported,” two items relat- 
ed to the cascade function have been added. 


@ On page 19 in “Support for timecode synchronized play- 
back of all takes in the current folder,’ restrictions and setting 
examples related to the cascade function have been added. 


@ The” .” character can no longer be input for the HREHINE 
MAME setting added in firmware version 2.00. This information 
has been added in a note on page 22 in “Changing the MA- 
CHINE NAME,’ 


@ Two input prohibition rules for track names have been add- 
ed to the explanation of the TRACK NAMES function added in 
firmware version 1.50. On page 24, the content of “TRACK 
NAMES function added” now includes these added rules. 


@ In firmware version 30, the FUL! 
has been renamed F ARP of : 
This change should aise be assumed when (acini “Preparing 
SSD/HDD drives and USB flash drives for use” of “3 — Prepara- 
tion” in the DA-6400/DA-6400dp Owner's Manual. 


@ The following has been added to “Preparing SSD/HDD drives 
and USB flash drives for use” of “3 — Preparation” in the DA- 
6400/DA-6400dp Owner's Manual. 


e The writing speeds of SSDs and other storage media that use 
flash memory tend to slow as the media is repeatedly used 
for writing. 

When the writing speed slows, negative impacts on recording 
might occur. 

Using the unit's FULL FORMAT (ERASE) function should restore 
the writing speed of an SSD.* 

For this reason we recommend using the FULL FORMAT 
(ERASE) function at the following times. 


ives Q T menu function 





@ When writing has completely filled the media 
@ At regular intervals (about once per month) 
@ Before making important recordings 


* Writing speed might not be restored depending on the 
condition of the SSD (including malfunction and age). 


0 we eon atiot Pop-up message that appears before 
PULL FORMAT CERHSE? execution, the expected amount 
of t time ead for formatting appears as shown below. 


oF: EXTER 
CANCEL: EXIT 


--- FULL FORMAT --- 
FORMAT S550/HDD? 


HAX time + about ? minutes 
This will erase all data on SSD/HUD 





The actual time required could be longer depending on the 
state of the SSD drive, so we recommend using this function 
when you have plenty of time. 


@ The following has been added to “Settings for IF-MA64/EX 
and IF-MA64/BN cards” of “4 — Recording” in the DA-6400/DA- 
6400dp Owner's Manual. 


SLOT1 (IF-MA64/EX : MADI) 


jah isa rea 
ie ed =| 


We eA a es el 
2xFs HADI OUTPUT FRAHE a a = 
aa da Ln 





When IF-MA64/EX installed 


MADI COAXIAL EQUALIZER (same for both IF-MA64/EX and IF- 
MA64/BN) 
Set the equalizer for MADI COAXIAL input signals. 
When an IF-MA64/EX or IF-MA64/BN is connected and a 
low-voltage MADI COAXIAL signal source or long BNC cable is 
being used, proper a. is not po somennes 


In this case, try setting fi PORATHL EQUALISER tollrr. 


Options: () 4 (default), C ia poses 
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Document corrections 


@ The following error related to the IP SETUP screen has been 
corrected in “Network function settings” of “7 — Internal Set- 
tings” in the DA-6400/DA-6400dp Owner's Manual. 


MODE item default value correction 


Incorrect: STHT IC (default), RUT 
Correct: THT IC, AUTO (default) 


@ The NOTE under “Remote control (Telnet)” of “7 — Internal Set- 
tings” in the DA-6400/DA-6400dp Owner's Manual contained 
an error that has been fixed. 


Correction of second NOTE item 
Incorrect: Telnet connection is not possible when the E#~ 
TERNAL Control item is set to LQCE on the 





LOCK SETUP screen. If the setting is changed 

to LUCE when there is a Telnet connection, the 

connection will be interrupted. 

Correct:When the EATERHHL Corirol item is set to 
LOCK ontheLllk SETUP screen, Telnet connec- 
tion is possible, but Telnet cannot be used to con- 
trol this unit or change its settings. If the setting is 
changed to LUCE when there is a Telnet connec- 
tion, the connection will not be interrupted, but 
Telnet will not longer be able to control this unit or 
change its settings. 





@ The “List of keyboard operations” of “11 — Other Settings, In- 
formation Screens and Keyboard Operations” in the DA-6400/ 
DA-6400dp Owner's Manual contained an error that has been 
fixed. 


Full keyboard 
Enter key 
Incorrect: Same as pressing the MULTI JOG dial 
(add/delete mark) 
Correct: Same as pressing the MULTI JOG dial 
(add mark) 


Numeric keypad (transport operations only) 
Enter key 
Incorrect: Same as pressing the MULTI JOG dial 
(add/delete mark) 
Correct: Same as pressing the MULTI JOG dial 
(add mark) 


@ The table of setting items saved and loaded with system back- 
up data in “Exporting/importing system backup data” of “11 
— Other Settings, Information Screens and Keyboard Opera- 
tions” in the DA-6400/DA-6400dp Owner's Manual contained 
errors that have been fixed. 





























Incorrect 

Screen name Page name Setting item 
Correct 

Screen name Page name 
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